
Model Usable Voltage 
Range Frequency Range

1394A-0.25 0.1 to 0.25V 5 Hz to 30 MHz
1394A-0.5 .16 to .67 V dc, 10Hz to 100 MHz
1394A-1 .32 to 1.33 V dc, 10Hz to 100 MHz

1394A-2 .63 to 2.66 V dc, 10Hz to 100 MHz

1394A-3 .95 to 3.99 V dc, 10Hz to 100 MHz

1394A-5 1.58 to 6.65 V dc, 10Hz to 100 MHz

1394A-10 3.16 to 13.3 V dc, 10Hz to 100 MHz

1394A-20 6.32 to 26.6 V dc, 10Hz to 100 MHz
1394A-50 16 to 66.5 V dc, 10Hz to 30 MHz

Frequency Uncertainty of 
Correction Factor

Ref. Standard 
Uncertainty*

10 Hz to 20 Hz ± 0.0160% ± 0.013%
20 Hz to 20 kHz ± 0.0025% ± 0.0017%
20 kHz to 50 kHz ± 0.0040% ± 0.003%

50 kHz to 100 kHz ± 0.0065% ± 0.005%
100 kHz to 1 MHz ± 0.0095% ± 0.008%
1 MHz to 10 MHz ± 0.1% ± 0.1%

10 MHz to 30 MHz ± 0.2% ±0.2%
30 MHz to 100 MHz ± 1.0% ± 1%


